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Max. 20 sec. Max. 2 sec.

Rev.130305 B.301.201

P

P1=Continuous max. pressure
P2=Intermittent max. pressure
P3=Peak max. pressure

Note : P2 = max. 20 sec.
   P3 = max. 2 sec.

P1

P2

P3

P(bar)

t(sec)

CODE
Displac-
-ement

Flow at
  1800 
rev/min P1 P2 P3

Max Pressure
Max Speed

Dimensions
L1 L2

0

C.C./rev LPM bar bar bar RPM mm mm

P05-Q-L(R) 0.5 0.9 230 270250 6000 36.5 5.3
37.11.2 5.960000.7P07-Q-L(R)
38.11.8 6.960001.0P10-Q-L(R)
39.82.6 8.660001.5P15-Q-L(R)
41.23.3 10.060001.9P19-Q-L(R)
42.64.0 11.460002.3P23-Q-L(R)
43.84.7 60002.7P27-Q-L(R)
44.82305.2 210 50003.0P30-Q-L(R) 250
46.62306.0 210 45003.5P35-Q-L(R) 250
48.42306.9 210 40004.0P40-Q-L(R) 250
52.02008.8 180 25005.1P51-Q-L(R) 220
55.620010.6 180 25006.2P62-Q-L(R) 220
59.220012.5 180 25007.3P73-Q-L(R) 220

12.6
13.6
15.4
17.2
20.8
24.4
28.0

Type

230 250 270
230 250 270
230 250 270
230 250 270
230 250 270
230 250 270

230 250 270

Hydraulic Gear Pumps

P Port

70

70

Suction Port
3/8"PT

Note : P-type pumps are designed to Winner Hydraulic Power Pack manifolds.
           If you need to use them for your manifolds.Please contact us.

28

L2
L1

20.0

* If you need higher working pressure.
  Please contact us.


