
Symbol Type Pilot Ratio
Max. Setting

Pressure
Flow Rate Model

3-Port Non-vented

Standard 5:1
350 bar

(5000 psi)

30 L/min

(7.5 gpm)
CB-20MS-35-Y-Z

3-Port Non-vented

Fixed Setting
5:1

sealed pilot

350 bar

(5000 psi)

480 L/min

(120 gpm)
CBA-19A-3E-Y-Z

CA-10WB-3E-Y-Z

CA-10WC-3E-Y-Z

60 L/min

(15 gpm)
CA-11A-3E-Y-Z

120 L/min

(30 gpm)
CA-2A-3E-Y-Z

240 L/min

(60 gpm)
CA-17A-3E-Y-Z

480 L/min

(120 gpm)
CA-19A-3E-Y-Z

60 L/min

(15 gpm)
CW-21A-4E-Y-Z

120 L/min

(30 gpm)
CW-22A-4E-Y-Z

240 L/min

(60 gpm)
CW-23A-4E-Y-Z

480 L/min

(120 gpm)
CW-24A-4E-Y-Z

Please note that this chart is for guidance only and does not eliminate the need for full system validation.
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      Counterbalance Valve Quick Reference

3-Port Vented

Vented,

Atmospherically

referenced

4-Port Vented

Vented

5:1

sealed pilot

5:1

sealed pilot

350 bar

(5000 psi)

420 bar

(6000 psi)

420 bar

(6000 psi)

60 L/min

(15 gpm)

https://www.winnerhydraulics.com/3-Port-Non-Vented/standard-maximum-setting-350-bar-35/code/CB-20MS-35-Y-Z.html
https://www.winnerhydraulics.com/3-Port-Non-Vented-Fixed-Setting/Pilot-ratio-5-1-with-sealed-pilot-fixed-setting/code/CBA-19A-3E-Y-Z.html
https://www.winnerhydraulics.com/Vented-Atmospherically-Referenced/Pilot-ratio-5-1-with-sealed-pilot-vented-atmospherically-referenced-maximum-setting-350-bar/code/CA-10WB-3E-Y-Z.html
https://www.winnerhydraulics.com/Vented-Atmospherically-Referenced/Pilot-ratio-5-1-with-sealed-pilot-vented-atmospherically-referenced-maximum-setting-350-bar/code/CA-10WC-3E-Y-Z.html
https://www.winnerhydraulics.com/Vented-Atmospherically-Referenced/Pilot-ratio-5-1-with-sealed-pilot-vented-atmospherically-referenced-maximum-setting-420-bar/code/CA-11A-3E-Y-Z.html
https://www.winnerhydraulics.com/Vented-Atmospherically-Referenced/Pilot-ratio-5-1-with-sealed-pilot-vented-atmospherically-referenced-maximum-setting-420-bar/code/CA-2A-3E-Y-Z.html
https://www.winnerhydraulics.com/Vented-Atmospherically-Referenced/Pilot-ratio-5-1-with-sealed-pilot-vented-atmospherically-referenced-maximum-setting-420-bar/code/CA-17A-3E-Y-Z.html
https://www.winnerhydraulics.com/Vented-Atmospherically-Referenced/Pilot-ratio-5-1-with-sealed-pilot-vented-atmospherically-referenced-maximum-setting-420-bar/code/CA-19A-3E-Y-Z.html
https://www.winnerhydraulics.com/4-Port-Vented/Pilot-ratio-5-1-with-sealed-pilot-vented-maximum-setting-420-bar/code/CW-21A-4E-Y-Z.html
https://www.winnerhydraulics.com/4-Port-Vented/Pilot-ratio-5-1-with-sealed-pilot-vented-maximum-setting-420-bar/code/CW-22A-4E-Y-Z.html
https://www.winnerhydraulics.com/4-Port-Vented/Pilot-ratio-5-1-with-sealed-pilot-vented-maximum-setting-420-bar/code/CW-23A-4E-Y-Z.html
https://www.winnerhydraulics.com/4-Port-Vented/Pilot-ratio-5-1-with-sealed-pilot-vented-maximum-setting-420-bar/code/CW-24A-4E-Y-Z.html
https://www.winnerhydraulics.com/Counterbalance.htm
https://www.winnerhydraulics.com/Counterbalance.htm
https://www.winnerhydraulics.com/Counterbalance.htm
https://www.winnerhydraulics.com/Counterbalance.htm

